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Port unloading crane

LES + PRODUIT

ROBUSTNESS :  adjustable capacity according to 
request.

ROTATION : limited on request.

RELIABILITY : simple and proven design.

SAFETY : working conditions improved, maximum 
visibility, secure workstation.

AUTONOMY : hydraulic power station 380V 
integrated.

DURABILITY : fully-enclosed cabin stainless steel, 
structure treatment by metallization and epoxy paint.

ECOLOGY :  hydraulic oil biodegradable.

APPLICATIONS

•	 Unloading fishing boats on the auction quays.

Time saving and safety for loading  
and unloading operations
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TECHNICAL IMFORMATION

• Design, manufacturing and on-site assembly carried out entirely by Mécanokit

Articulated unloading jib
Maximum capacity

2 versions :
- 1 ton at 6,50m
- 1 ton at 7,50m

Rotation 270° limitable
5,5 kW hydraulic power station - 80 litre tank - biodegradable oil

4-function double acting manually operated distributor
Double balancing valve on lifting cylinder

Driving position integrating the electrical cabinet and the hydraulic unit
Anti-corrosion paint (epoxy process)

Grease tape applied to all joints
Saintless steel bolts - Axles and articulation rings with treatment

Stainless steel hydraulic tubes
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Longueur utile de la Drisse :15 m


